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ENVIRONMENTAL MANAGEMENT 
DOCUMENT CHANGE NOTICE (DCN) 

I 

le Manager 

Procedure Number 5-2 1000-OPS-GT.6 Rev 2 

Dat Is Posting required? If Yes, by what date? Date posted 
Cl Yes 0 No 

Page 1 of I 

1 Title 1 Date I DCNNumber I Monitoring Wells and Piezometer Installation 
I I 

Expires q-& (74 - Procedure Revision Required 0 Yes 0 No 

Scope Limitation: IHSS 114, the present Landfill, OU7 

Number -. Page 

- 
13 
of 
18 

13 
of 
18 

- 

Step or 
Paragraph 

5.3.2.3 

5.3.2.3 

Changes 
(Use DCN CONTINUATION SHEET for additional space) 

Both the inner casing and the outer protective casing shall be extended by means of 
attaching blank casing (also known as a riser) such that the top of the outer protective 
casing shall be about three feet above the new ground level. The top of the riser shall have 
threads to allow for subsequent additions of new blank casing as landfill operations cause 
the ground level elevation to rise (see attached schematic diagram GT.6-4 of riser 
construction) . 
Painted metal stakes shall be used to flag the location of the monitoring well or piezometer 
in high traffic areas. The stakes shall be installed in!ku of bumper posts. 

SUPERSEDED 
COCUMENT 5 

DOCUMENT CLASSIFICATION REVIEW WAIVER 
PER R.B. HOFFMAN, CLASSIFICATION OFFICE 

JUNE 11,1991 
c ‘  

Justification (Reason for change - Provide numbers to reference corresponding items above.) 

1 - Certain monitoring wells and piezometers will be buried by landfill operations unless the inner and protective casing are 
extended above fill elevation. 

2 - Bumper posts fail to protect the well or piezometer from d 

V 

856F0028.001 
SEP 0 2 1993. 
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